SPEC
SEAL

Seals & O-rings Specialist PiSTon = DP
Piston Seals
DP (Metric Size)
DP
Material Pressure (Bar) Temp. (°c) Speed (m/s)
-30
NBR 12 +80 1
e Simple fixing at the piston rod without additional sealing requirements.
e |mmediate response (full pressure load).
e Self cushioning.
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Low friction and smooth running.

Installation Recommendation
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Surface roughness Ra Rmax
Sliding surface < 03 um < 25 um
Surface of housing < 1.6 um < 6.3 um
Sides of housing < 30 um < 15 um
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PiSfon = DP Seals & O-rings Specialist
(Metric Size)

. . Reference

II3:)oicr1(.a Szl (For order

D d HI H2 s h D2 D3 processing)
6.0 2.0 3.8 3.0 1.25 1.45 3.2 5.0 DP 0602 N
8.0 3.0 5.0 4.0 1.5 1.8 4.2 6.3 DP 0803 N
10.0 3.0 5.0 4.0 1.5 1.8 5.2 8.0 DP 1003 N
12.0 4.5 6.0 4.0 2.0 2.3 6.9 9.4 DP 1203 N
12.0 4.5 6.0 5.0 2.0 2.3 6.9 10.2 DP 1204 N
16.0 4.5 6.5 4.5 2.0 2.3 6.9 13.2 DP 1603 N
16.0 4.5 6.5 55 2.0 2.4 6.9 13.9 DP 1604 N
20.0 6.0 7.5 55 2.5 2.8 9.4 17.0 DP 2005 N
20.0 6.0 75 6.3 2.5 2.9 8.8 17.3 DP 2006 N
25.0 7.0 8.8 7.0 3.0 3.5 10.8 212 DP 2506 N
25.0 7.0 8.8 7.6 3.0 3.5 10.8 22.0 DP 2507 N
32.0 8.0 11.0 8.0 3.0 3.5 12.5 27.0 DP 3208 N
40.0 8.0 11.8 8.8 4.0 4.5 17.0 34.9 DP 4008 N
50.0 10.0 14.0 10.0 4.0 4.5 26.0 439 DP 5010 N
63.0 12.0 14.0 10.0 4.0 4.5 26.0 56.6 DP 6312 N
80.0 16.0 16.0 12.0 5.0 5.5 30.0 72.0 DP 8016 N
100.0 20.0 18.0 14.0 6.0 6.5 35.0 91.0 DP A020 N
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