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Rod Packing - PSE

Rod Seals
PSE

(Metric Size)

Material Pressure (Bar) Temp. (°c) Speed (m/s)
. -30
NBR+Fabric - POM 700 +120 0.5

e High sealing efficiency.
e Effective sealing during vibration and shock loading.
e Extfrusion resistance at high pressure.

Installation Recommendation

\A — - c e
L 1
y F<06 7@0
()
o ey
= ©
| W
o o
i ) Qv Oy o ] L
L+0.25
Surface roughness Ra Rt Chamfers
Sliding surface < 0.3 um < 4um d C
Surface of housing <18 um <10 pm ;Oégo ‘518
" N < < = "
Sides of housing < 3.0 um < 16 um 120-180 65
180-250 7.5

* gounusieasiduaiuiy Andad Tns. 02-8810555 *




Rod Packing - PSE

GS5v

Seals & O-rings Specialist

(Metric Size)

Rod Groove | Groove
Dia. Dia. Width BelRlohce ) Reference Reference
(For order processing)

d D L

15.0 27.0 20.0 RP 015-027-20 PSE SM 106-059/1AX
18.0 30.0 22.5 RP 018-030-22.5 PSE PSE 118-071/KB
20.0 33.0 20.0 RP 020-033-20 PSE SM 129-078/1AX
22.0 35.0 20.0 RP 022-035-20 PSE PSE 137-086/1 SM 137-086/1AX
25.0 37.0 225 RP 025-037-22.5 PSE PSE 146-098/KB
25.0 38.0 20.0 RP 025-038-20 PSE SM 149-098/1AX
28.0 41,0 20.0 RP 028-041-20 PSE PSE 161-110/1 SM 161-110/1AX
30.0 43.0 20.0 RP 030-043-20 PSE PSE 169-118/1 SM 169-118/1AX
32.0 47.0 22,5 RP 032-047-22.5 PSE PSE 185-125/1 SM 185-125/1AX
35.0 45.0 25.6 RP 035-045-25.6 PSE PSE 177-137/1 SM 177-137/1AX
35.0 47.0 225 RP 035-047-22.5 PSE PSE 185-137/1 SM 185-137/1AX
35.0 50.0 225 RP 035-050-22.5 PSE PSE 196-137/1 SM 196-137/1AX
36.0 51.0 22,5 RP 036-051-22.5 PSE PSE 200-141/1 SM 200-141/1AX
38.1 50.8 23.9 RP 038.1-050.8-23.9 PSE SM 200-150/1AX
40.0 50.0 17.5 RP 040-050-17.5 PSE PSE 196-157/1
40.0 52.0 22,5 RP 040-052-22.5 PSE PSE 204-157/1 SM 204-157/1AX
40.0 55.0 22,6 RP 040-055-22.6 PSE PSE 216-157/1 SM 216-157/1AX
40.0 60.0 30.0 RP 040-060-30 PSE PSE 236-157/1 SM 236-157/1AX
45.0 60.0 22,5 RP 045-060-22.5 PSE PSE 236-177/1 SM 236-177/1AX
45.0 65.0 28.0 RP 045-065-028 PSE PSE 255-177/1 SM 255-177/1AX
50.0 63.0 20.0 RP 050-063-20 PSE PSE 248-196/1 SM 248-196/1AX
50.0 65.0 22,5 RP 050-065-22.5 PSE PSE 255-196/1C SM 255-196/1BX
50.0 65.0 24,5 RP 050-065-24.5 PSE PSE 255-196/1A SM 255-196/1AX
50.0 65.0 26.5 RP 050-065-26.5 PSE SM 255-196/2AX
50.0 70.0 30.0 RP 050-070-30 PSE PSE 275-196/1B SM 275-196/1BX
50.0 70.0 31.9 RP 050-070-31.9 PSE PSE 275-196/1A SM 275-196/1AX
50.8 66.67 24.9 RP 050.8-066.67-24.9 PSE SM 262-200/1AX
55.0 70.0 22.5 RP 055-070-22.5 PSE PSE 275-216/2 SM 275-216/2AX
55.0 70.0 25.0 RP 055-070-25 PSE PSE 275-216/1 SM 275-216/1AX
55.0 75.0 30.0 RP 055-075-30 PSE PSE 295-216/2 SM 295-216/2AX
55.0 75.0 32.0 RP 055-075-32 PSE PSE 295-216/1 SM 295-216/1AX
56.0 71.0 25.0 RP 056-071-25 PSE PSE 279-220/1 SM 279-220/1AX
56.0 76.0 28.0 RP 056-076-28 PSE PSE 299-220/1 SM 299-220/1AX
60.0 75.0 22,5 RP 060-075-22.5 PSE PSE 295-236/2 SM 295-236/2AX
60.0 75.0 25.0 RP 060-075-25 PSE PSE 295-236/1 SM 295-236/1AX
60.0 77.0 27.0 RP 060-077-27 PSE PSE 303-236/1 SM 303-236/1AX
60.0 80.0 30.0 RP 060-080-30 PSE PSE 314-236/1E
60.0 80.0 32.0 RP 060-080-32 PSE PSE 314-236/1B
60.0 80.0 34.9 RP 060-080-34.90 PSE PSE 314-236/1A SM 314-236/1AX
63.0 83.0 27.0 RP 063-083-27 PSE SM 326-248/1BX
63.0 83.0 28.0 RP 063-083-28 PSE PSE 326-248/2
63.0 83.0 29.0 RP 063-083-29.0 PSE PSE 326-248/1 SM 326-248/1AX
63.5 82.55 26.6 RP 063.5-082.55-26.6 PSE SM 325-250/1AX
65.0 85.0 29.0 RP 065-085-29 PSE PSE 334-255/1 SM 334-255/1AX
70.0 83.0 25.0 RP 070-083-25 PSE SM 326-275/1AX
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70.0 85.0 22.5 RP 070-085-22.5 PSE PSE 334-275/1A SM 334-275/1AX
70.0 85.0 25.0 RP 070-085-25 PSE SM 334-275/1BX
70.0 90.0 30.0 RP 070-090-30 PSE PSE 354-275/1 SM 354-275/1AX
70.0 90.0 31.9 RP 070-090-31.9 PSE PSE 354-275/2 SM 354-275/2AX
75.0 95.0 28.0 RP 075-095-28 PSE PSE 374-295/2A SM 374-295/2AX
75.0 95.0 30.0 RP 075-095-30 PSE PSE 374-295/2C SM 374-295/2CX
76.2 95.25 24.6 RP 076.2-095.25-24.6 PSE SM 375-300/1AX
76.5 96.5 32,5 RP 076.5-096.5-32.5 PSE PSE 379-301/1 SM 379-301/1AX
80.0 95.0 22.5 RP 080-095-22.5 PSE PSE 374-314/KB
80.0 100.0 30.0 RP 080-100-30 PSE PSE 393-314/1 SM 393-314/1AX
85.0 98.0 25.0 RP 085-098-25 PSE PSE 385-334/1 SM 385-334/1AX
85.0 100.0 225 RP 085-100-22.5 PSE PSE 393-334/KB
85.0 105.0 30.0 RP 085-105-30 PSE PSE 413-334/1 SM 413-334/1AX
90.0 105.0 22,5 RP 090-105-22.5 PSE PSE 413-354
90.0 105.0 25.0 RP 090-105-25 PSE PSE 413-354/1A SM 413-354/1AX
90.0 105.0 33.5 RP 090-105-33.5 PSE PSE 413-354/1B SM 413-354/1BX
90.0 110.0 30.0 RP 090-110-30 PSE PSE 433-354/1A SM 433-354/1AX
90.0 110.0 32,5 RP 090-110-32.5 PSE PSE 433-354/2 SM 433-354/2BX
95.0 110.0 22,5 RP 095-110-22.5 PSE PSE 433-374/KB
95.0 115.0 28.0 RP 095-115-28 PSE PSE 452-374/1 SM 452-374/1AX
100.0 114.3 24.2 RP 100-114.3-24.2 PSE PSE 450-393/1 SM 450-393/1AX
100.0 120.0 30.0 RP 100-120-30 PSE PSE 472-393/1 SM 472-393/1AX
105.0 118.0 25.0 RP 105-118-25 PSE PSE 464-413/1 SM 464-413/1AX
105.0 120.0 34.0 RP 105-120-34 PSE PSE 472-413/1 SM 472-413/1AX
105.0 125.0 18.5 RP 105-125-18.5 PSE PSE 492-413/1
110.0 125.0 22,5 RP 110-125-22.5 PSE PSE 492-433/KB
110.0 130.0 32,5 RP 110-130-32.5 PSE PSE 511-433/1 SM 511-433/1AX
110.0 132.0 36.5 RP 110-132-36.5 PSE PSE 519-433/1 SM 519-433/1AX
115.0 130.0 22,5 RP 115-130-22.5 PSE PSE 511-452/KB SM 511-452/2AX
115.0 130.0 30.0 RP 115-130-30 PSE PSE 511-452/1 SM 511-452/1AX
120.0 135.0 225 RP 120-135-22.5 PSE SM 531-472/1AX
120.0 140.0 30.0 RP 120-140-30 PSE PSE 551-472/1 SM 551-472/1AX
125.0 140.0 225 RP 125-140-22.5 PSE PSE 551-492/KB
125.0 145.0 29.6 RP 125-145-29.6 PSE PSE 570-492/1 SM 570-492/1AX
127.0 142.0 22,5 RP 127-142-22,5 PSE PSE 559-500/1 SM 559-500/1AX
130.0 150.0 28.0 RP 130-150-28 PSE PSE 590-511/1 SM 590-511/1AX
135.0 150.0 225 RP 135-150-22.5 PSE PSE 590-531/KB
135.0 155.0 28.0 RP 135-155-28 PSE PSE 610-531/1 SM 610-531/1AX
140.0 155.0 225 RP 140-155-22.5 PSE PSE 610-551/KB
140.0 160.0 22,5 RP 140-160-22.5 PSE PSE 629-551/KB
140.0 160.0 28.0 RP 140-160-28 PSE PSE 629-551/1 SM 629-551/1AX
145.0 165.0 22,5 RP 145-165-22.5 PSE PSE 649-570/KB
145.0 165.0 28.0 RP 145-165-28 PSE SM 649-570/1AX
150.0 165.0 225 RP 150-165-22.5 PSE PSE 649-590/KB
150.0 170.0 28.0 RP 150-170-28 PSE PSE 669-590/1 SM 669-590/1AX
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155.0 175.0 22,5 RP 155-175-22.5 PSE PSE 688-610/KB
155.0 175.0 28.0 RP 155-175-28 PSE SM 688-610/1AX
158.5 180.0 28.0 RP 158.5-180-28 PSE SM 708-624/1AX
160.0 180.0 28.0 RP 160-180-28 PSE PSE 708-629/1 SM 708-629/1AX
165.0 185.0 30.0 RP 165-185-30 PSE PSE 728-649/1 SM 729-649/1AX
170.0 185.0 225 RP 170-185-22.5 PSE PSE 728-669/KB
170.0 195.0 35.0 RP 170-195-35 PSE PSE 767-669/1 SM 767-669/1AX
175.0 195.0 22,5 RP 175-195-22.5 PSE PSE 767-688/KB
175.0 195.0 30.0 RP 175-195-30 PSE PSE 767-688/1KB
175.0 200.0 35.0 RP 175-200-35 PSE PSE 787-688/1
177.0 192.0 22.5 RP 177-192-22.,5 PSE PSE 756-697/KB
180.0 205.0 35.0 RP 180-205-35 PSE PSE 807-708/1 SM 807-708/1AX
185.0 200.0 22,5 RP 185-200-22.5 PSE PSE 787-728/KB SM 787-728/2AX
185.0 210.0 35.0 RP 185-210-35 PSE PSE 826-728/1 SM 826-728/1AX
187.0 202.0 22,5 RP 187-202-22.5 PSE PSE 795-736/KB
190.0 215.0 35.0 RP 190-215-35 PSE PSE 846-748/1 SM 846-748/2AX
192.0 210.0 22,5 RP 192-210-22.5 PSE PSE 826-756/KB
195.0 210.0 22,5 RP 195-210-22.5 PSE PSE 826-767/KB
195.0 220.0 35.0 RP 195-220-35 PSE PSE 866-767/1
200.0 215.0 22,5 RP 200-215-22.5 PSE PSE 846-787/KB
200.0 225.0 35.0 RP 200-225-35 PSE PSE 885-787/1 SM 885-787/1AX
205.0 230.0 35.0 RP 205-230-35 PSE PSE 905-807/1
207.0 225.0 22,5 RP 207-225-22.5 PSE PSE 886-815/KB
210.0 230.0 22,5 RP 210-230-22.5 PSE PSE 905-827/KB
210.0 235.0 35.0 RP 210-235-35 PSE PSE 925-826/1
212.0 230.0 22,5 RP 212-230-22.5 PSE PSE 905-834/KB
212.0 232.0 22,5 RP 212-232-22.5 PSE PSE 913-834/KB
215.0 240.0 35.0 RP 215-240-35 PSE SM 944-846/1AX
220.0 240.0 22,5 RP 220-240-22.5 PSE PSE 945-866/KB
220.0 245.0 35.0 RP 220-245-35 PSE PSE 964-866/1 SM 964-866/1AX
225.0 240.0 22,5 RP 225-240-22.5 PSE PSE 945-886/KB
225.0 250.0 35.0 RP 225-250-35 PSE PSE 984-886/1 SM 984-886/1AX
230.0 250.0 22,5 RP 230-250-22.5 PSE PSE 984-904/KB
230.0 255.0 35.0 RP 230-255-35 PSE PSE 1004-904/1 SM 1003-905/1AX
235.0 255.0 22,5 RP 235-255-22.5 PSE PSE 1004-925/KB
240.0 265.0 35.0 RP 240-265-35 PSE PSE 1043-945/1 SM 1043-945/1AX
250.0 275.0 35.0 RP 250-275-35 PSE PSE 1082-984/1 SM 1082-984/1AX
260.0 280.0 22,5 RP 260-280-22.5 PSE PSE 1102-1024/KB
260.0 280.0 30.0 RP 260-280-30 PSE SM 1102-1024/1AX
265.0 290.0 35.0 RP 265-290-35 PSE SM 1141-1043/1AX
275.0 300.0 35.0 RP 275-300-35 PSE PSE 1181-1082/1 SM 1181-1082/1AX
280.0 305.0 35.0 RP 280-305-35 PSE PSE 1201-1102/1 SM 1201-1102/1AX
283.0 303.0 22,5 RP 283-303-22.5 PSE PSE 1193-1114/KB
300.0 325.0 35.0 RP 300-325-35 PSE PSE 1279-1181/1 SM 1279-1181/1AX
335.0 360.0 35.0 RP 335-360-35 PSE SM 1417-1318/1AX
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