SPEC
{SEAL] Piston Sealing Set - PSM

Seals & O-rings Specialist

Piston Seals (Double Acting)

PSM (Inch Size)
PSM
Material Pressure (Bar) Temp. (°c) Speed (m/s)
-50
PU - NBR 350 +105 05

e Rolling and twisting resistance.
e Good extrusion resistance.
e Usable in standard o-ring and quad ring groove.

Installation Recommendation
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Surface roughness uin CLA

Sliding surface 4 to 16
Surface of housing 63 max
Sides of housing 125 max
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Piston Sealing Set - PSM

GEAL

Seals & O-rings Specialist

(Inch Size)
que Gro_ove Grc?ove Sgal Pis_’ron Reference
Dia. Dia. Width Height Dia. )
(For order processing)

D d L H dl

1.750 1.500 0.185 0.165 1.749 PSM-222
2.000 1.625 0.280 0.265 1.999 PSM-326
2.250 1.875 0.280 0.265 2.249 PSM-328
2.375 2.000 0.280 0.265 2.374 PSM-329
2.500 2.125 0.280 0.265 2.499 PSM-330
2.750 2.375 0.280 0.265 2.749 PSM-332
3.000 2.625 0.280 0.265 2.999 PSM-334
3.250 2.875 0.280 0.265 3.249 PSM-336
3.500 3.125 0.280 0.265 3.499 PSM-338
3.750 3.375 0.280 0.265 3.749 PSM-340
4,000 3.625 0.280 0.265 3.999 PSM-342
4.250 3.875 0.280 0.265 4.249 PSM-344
4.500 4.125 0.280 0.265 4.499 PSM-346
4.625 4.250 0.280 0.265 4,624 PSM-347
5.000 4.625 0.280 0.265 4.999 PSM-350
5.500 5.020 0.365 0.350 5.499 PSM-429
6.000 5.520 0.365 0.350 5.999 PSM-433
6.500 6.020 0.365 0.350 6.499 PSM-437
7.000 6.520 0.365 0.350 6.999 PSM-439
7.500 7.020 0.365 0.350 7.499 PSM-441
8.000 7.520 0.365 0.350 7.999 PSM-443
8.500 8.020 0.365 0.350 8.499 PSM-445
9.000 8.520 0.365 0.350 8.999 PSM-446
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