SPEC

SEAL .
Seals & O-rings Specialist PISTon = PZ
Piston Seals

Pz

(Metric Size)

Material Pressure (Bar) Temp. (°c) Speed (m/s)
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NBR 12 +80 1
e (Good sealing performance in small installation grooves.
e |ow static and dynamic friction.
e Use in dry air and oil-free air.
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Easily assembly in simple grooves.

Installation Recommendation
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Surface roughness Ra Rmax
Sliding surface < 03 um < 25 um
Surface of housing < 1.6 um < 63 um
Sides of housing < 30 um < 15 um
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PiS'I'Oﬂ PZ Seals & O-rings Specialist
(Metric Size)
Bo_re Grqove Grqove Sgol Pis"ron Reference
Dia. Dia. Width Height Dia. (For order processing)
D d L H dl
10.0 6.5 1.8 1.4 9.6 PZ 1006 N
12.0 7.0 25 2.0 1.6 PZ 1207 N
14.0 8.0 25 2.1 13.6 PZ 1408 N
16.0 9.0 25 2.1 15.6 PZ 1605 N
20.0 13.0 2.5 2.1 19.6 PZ 2013 N
25.0 18.0 2.5 2.1 24.6 PZ 2518 N
28.0 19.0 3.0 25 27.6 PZ 2819 N
30.0 21.0 3.0 2.5/1 29.6 PZ 3021 N
32,0 23.0 3.0 25 31.6 PZ 3210 N
35.0 26.0 3.0 25 34.5 PZ 3520 N
40.0 31.0 3.0 25 39.5 PZ 4031 N
45.0 36.0 3.0 25 44.5 PZ 4520 N
50.0 41.0 3.0 25 49.5 PZ 5010 N
63.0 51.0 4.0 3.4 62.5 PZ 6051 N
80.0 68.0 4.0 3.4 79.5 PZ 8010 N
100.0 88.0 4.0 3.4 99.4 PZ AO08 N
125.0 110.0 5.0 4.4 124.4 PZ C050 N
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