SPEC

S|S&OEI9AIS}IH Piston Sealing Set - R5100

Piston Seals (Double Acting)
R-5100, PS1850 (Inch Size)

R5100, PS1850

Material Pressure (Bar) Temp. (°c) Speed (m/s)
PTFE+Glass, PU - NBR 350 i 1
+110

e Bi-directional sealing.
e FEasy installation and removal.
e Piston design simplified.

Installation Recommendation
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Surface roughness uin CLA
Sliding surface 4 to 16
Surface of housing 63 max
Sides of housing 125 max
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E53

PiSfon Seqling SeT R5 ] 00 Seals & O-rings Specialist
(Inch Size)
Bore Groove Groove S .
Dia. Dia. Width quare Ring Reference .
No. (For order processing)

D d L

1.000 0.691 0.129 15 R-5100-016
1.250 0.941 0.129 119 R-5100-020
1.500 1.191 0.129 123 R-5100-024
1.750 1.441 0.129 127 R-5100-028
2.000 1.691 0.129 131 R-5100-032
2.250 1.941 0.129 135 R-5100-036
2.500 2.191 0.129 139 R-5100-040
2.750 2.441 0.129 143 R-5100-044
3.000 2.462 0.283 333 R-5100-048
3.250 2712 0.283 335 R-5100-052
3.500 2.962 0.283 337 R-5100-056
3.750 3212 0.283 339 R-5100-060
4,000 3.462 0.283 341 R-5100-064
4.250 3712 0.283 343 R-5100-068
4.500 3.962 0.283 345 R-5100-072
4.750 4.212 0.283 347 R-5100-076
5.000 4.462 0.283 349 R-5100-080
5.250 4.504 0.378 425 R-5100-084
5.500 4.754 0.378 427 R-5100-088
5.750 5.004 0.378 429 R-5100-092
6.000 5.254 0.378 431 R-5100-096
6.500 5.754 0.378 435 R-5100-104
7.000 6.254 0.378 438 R-5100-112
7.500 6.754 0.378 440 R-5100-120
8.000 7.254 0.378 442 R-5100-128
8.500 7.754 0.378 444 R-5100-136
9.000 8.137 0.378 445 R-5100-144
9.500 8.637 0.378 446 R-5100-152
10.000 9.137 0.378 447 R-5100-160
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