
Guide Ring Tape

  SP-55  (Metric Size)

Material Dynamic Load (N/mm2) Temp. (๐C) Speed (m/s)

PTFE+Bronze Max. 15
-156
+216

15

• Good lubrication and wear performance.
• Self lubricating.
• Low friction value.
• Excellent resistance to chemicals.
• High wear resistance.      

Wear Rings

Installation Recommendation

SP-55

     Bore/Rod Clearance F

 D/d  F min.      F max.
 8 -   20 0.20 0.30
 20 -  100 0.25 0.40
 101 -  250 0.30 0.60
 251 -  500 0.40 0.80
 501 - 1000 0.50 1.10
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  Surface roughness  Ra              Rt   

Sliding surface ≤ 0.3 µm ≤  4 µm
Surface of housing ≤ 1.8 µm  ≤ 10 µm
Sides of housing ≤ 3.0 µm ≤ 16 µm

* 5550188-20 .    *



386

  
 

                
      


   


 


 


   

      
        
      π ⌧        
     π ⌧        

    
   
   
     
  

  

            
            
            
          

          
        

 


 
  



         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         



387

 

         
         
         
         
         

               
        


   


 


 


   

  

     
         
      π ⌧        
     π ⌧        

    
   
   
     
  

  
 


 

  


          
          
          
          
        

        


